
Forty years experience, leader in the production of 
traditional woodworking machines. 
The production is managed internally, allowing to run 
every type of work, from the machines in series to the 
customized ones. The supervising of each step guarantees 
the good functioning of machines and all details are well 
cared.

S315 
SIMPLE AND INTUITIVE FOR WOOD, ALUMINUM AND ALUCOBOND



S3
15 BLADE INCLINATION 

The blade can be tilted from 90 ° to 45 ° thanks to 
a handwheel with gravity indicator placed on the 
front of the machine. The blade and the engraver 
are adjusted in height by means of knobs on the 
side.

ALUMINIUM CARRIAGE ON STEEL BALLS 
The aluminum carriage is entirely made by us, flowing 
thanks to steel balls and guides.

GONIOMETER -45 ° / + 45 °
The goniometer with clamp 
facilitates the processing of angular 
cuts.

FIXED MODEL FOR PACKAGING
Machine designed to take up little space, by 
granting a great versatility.

BLADE FOR WOOD                      MILLING  FOR ALUCOBOND

UNIVERSAL MACHINE THAT 
CAN BE EQUIPPED TO WORK 
WOOD, ALUMINUM AND 
ALUCOBOND.

REAR CLOSING PLANES
The rear closing planes ensure a large support 
surface.

PARALLEL GUIDE
The parallel guide in extruded aluminum 
has a useful of 1200 mm.

BLADE FOR ALUMINUM                    
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   S315
SIMPLE AND INTUITIVE FOR WOOD, ALUMINUM AND ALUCOBOND

ON DEMAND
CIRCULAR SAW  
Three phase motor  
Saw surface dimensions  
Saw blade max diameter (tilting 45°) 
Max. height 45° cut  (with blade ø 315 mm) 
Max. height 90° cut  (with blade ø 315 mm) 
Saw rotation speed
Anodised aluminium carriage, sliding on steel balls  
Carriage stroke
Telescopic support   
Net weight 

 1600

 4000

 900 x 550
400

315
 72

1500 x 270

 775 x 1250

TECHNICAL DATA                                                     S315
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The manufacturer reserves the right to make 
any technical or constructional modifications.
.

Kw ( HP) 3 ( 4 )
Increased engine  
Carriage 2000 mm (stroke 2100 mm) with telescopic support
Carriage 2500 mm (stroke 2600 mm) with telescopic support 
Carriage 3200 mm (stroke 3300 mm) with telescopic support
Scoring unit pulled by belt (with blade ø 80 mm)
Eccentric piece clamping  
Rear closing planes, unique surface, plus support foot 
CPS model suspended protection 
Digital blade height indicator

mm         102




